
34 35TELE-audiovision International  —  The World‘s Largest Digital TV Trade Magazine  —  07-08/2013  —  www.TELE-audiovision.com www.TELE-audiovision.com  —  07-08/2013  —  TELE-audiovision International  —  全球发行量最大的数字电视杂志

Triple Tuner PVR TesTRaPPoRT   

• Volledige integratie in het medianetwerk
• compatibel met alle digitale TV normen
• in staat om drie opnames tegelijk te maken
• kan gebruikt worden met gemotoriseerde 
satellietschotels
• uitstekende blindscan mode voor satelliet 
TV

Tiviar α+



0.60

07-08/2013

www.TeLe-audiovision.com/13/07/tiviar

36 TELE-audiovision International  —  The World‘s Largest Digital TV Trade Magazine  —  07-08/2013  —  www.TELE-audiovision.com

TesT RePoRT    Triple Tuner PVR 

a triple TV tuner PVR 
that will set your heart on fire

They say that you should 
never judge a book by its 
cover, but we also know from 
experience that good looks 
ignite a desire to find out 
more. The same is true for 
receivers and the first im-
pression they create. When 

the new α+ from Tiviar ar-
rived at our test lab we were 
immediately struck by its 
stylish packaging, and when 
we opened the box and took 
out the receiver the look on 
our faces only seemed to 
suggest one word: WOW!

comes without visible but-
tons and the only elements 
that catch your eye are a 
brilliant 12-digit VFD display 
and a status indicator which 
at the same time serves as 
the standby button and con-
sists of a stylised and back-
lit palm leaf. A flap on the 
right side of the front panel 
hides two CI slots which are 
fully CI+ compatible, as well 
as two card readers, a USB 
port and two buttons for 
switching channels.

The back panel is another 
feast for the eye. Being a tri-
ple tuner PVR receiver, the 
α+ sports two satellite IF in-
puts (one of which with loop-
through output), as well as 
a combined DVB-T2/DVB-C 
signal input. But that’s only 
the beginning: You’ll find an 
HDMI output, an optical au-
dio output, a total of six RCA 
jacks for YUV, stereo audio 
and CVBS video, a euroscart 
socket, an RS232 connection 
and an RJ-45 network inter-
face. Three USB 2.0 ports 
and an e-SATA socket are 
also available on the back 
panel for connecting exter-

Tiviar α+
Brilliant solution for reception 

of all available 
digital TV signals

Tiviar ships its latest re-
ceiver model complete with 
a remote control, HDMI ca-
ble, power cord, loop cable 
for connecting the two DVB-
S2 tuners as well as a USB 
dongle. The one thing that is 
missing is a comprehensive 
manual, but a concise quick 
start guide is available which 
features the manufacturer’s 
website from which you 
can download the full-scale 
manual. To make matters 
even easier there is also a 
QR code printed right on the 
quick start guide so that you 
only need your smartphone 
or tablet to scan the QR code 
and a few moments later the 
manual is available for you to 
explore.

The front panel of the α+ 
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nal storage media and/or 
the Wi-Fi dongle. Speaking 
of storage, it is possible to 
install a 2.5-inch SATA hard-
disk right inside the receiver 
and Tiviar even supplies all 
required cables and mount-
ing components with its new 
receiver – that’s what we call 
user-friendly. The back panel 
features are rounded off with 
a mechanical power switch.

The remote control that 
comes with this receiver is 
of remarkably high quality 
and the choice of materi-
als makes for an extremely 
pleasant look and feel. Con-
trary to most remotes we 
have tested so far, the sur-
face is completely level with 
no raised buttons, which 
adds to the overall appeal 
of the remote control. All 
buttons are clearly labelled, 
easy to reach and positioned 
right where you would look 
for them by intuition. Last 
but by no means least there 
is the Wi-Fi dongle that is 
also part of the set and 
which can be attached to 
one of the USB ports to hook 
up the receiver to your local 
Wi-Fi network at home. It 
is fully compatible with the 
802.11 b/g standards and 
should therefore be capable 
of working with any Wi-Fi in-
frastructure you may have.

User-friendliness shows in 
many different ways, and the 
installation wizard of the α+ 
is one of them. In a smoothly 
designed set-up routine your 
new Tiviar receiver asks you 
for basic settings such as 
language, IP address, time 
zone and available reception 
modes. Once that is accom-
plished the wizard will initi-
ate a channel search (since 
this receiver does not come 
with a pre-stored channel 
list), after which it turns into 
standard operating mode 
and shows the first available 
channel.

Pressing the MENU button 
will bring you right to the tru-
ly smart main menu, which 
consists of two sections. The 
first is a single-line bar on the 
bottom of the screen which 
features five entries that 
can be selected and edited 
freely. Five entries are not 
enough? Simply press the UP 
button on the remote control 

to show twelve additional 
entries. This should keep 
most users satisfied. The 
user interface of the main 
menu is based on the app 
concept for smartphones. 
Each menu entry can be 
positioned freely and apart 
from all the basic items like 
music, video, photos or set-
tings there are menu entries 
for directly accessing timer 
events, the channel list edi-
tor or the EPG. In short, the 
minimised main menu offers 
five quick access items for 
speedy operation, while all 
other menu entries can be 
found in the extended menu, 
which of course can also be 
fully customised to meet all 
end user requirements.

Our fingers are itching now 
to turn all this theory into 
practice, but for the sake 
of completeness we have to 
take a closer look at all op-
tions offered by the settings 
menu first. This menu sec-
tion is clearly structured and 
lets you adjust virtually all 
details in order to meet your 
very demands. Since this 
receiver comes with a num-
ber of connection options for 
external storage media it is 
possible to determine one 
medium for PVR recording 
and another one for timeshift 
buffering, for example. The 
fact that the α+ supports the 
NTFS file system deserves 
1. Language selection of 
installation wizard
2. IP settings
3. The installation wizard 
includes an optional signal 
search for all three reception 
modes 
4. satellite settings
5. settings menu
6. Managing storage media
7. Both the channel list and 
all individual settings can be 
saved onto an external UsB 
storage medium
8. Channel list editor
9. Popular channels can easily 
be moved into one of the 
favourites lists 
10. antenna settings
11. Language settings
12. aV settings
13. Comprehensive list of pre-
stored satellites
14. The second DVB-s2 tuner 
can be fed with an independent 
antenna signal or with the 
looped-through signal from 
tuner 1
15. Convenient editing of the 
transponder list
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16. sCR LNBs (Unicable) compatibility
17. DiseqC protocols 1.0 and 1.1 are supported
18. The receiver can be used to control a 
DiseqC 1.2 motor 
19. Putting in the position for controlling a 
DiseqC 1.3 motor
20. status of the currently received signal 
(signal level and signal quality)
21. Manual search
22. Blind scan search
23. advanced search
24. Provider selection in fast scan mode
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special praise, since it makes 
sure each recording can be 
saved as a single file with-
out size restrictions. If you 
decide to create a DVD with 
your recordings at a later 
time, this will prove incred-
ibly helpful.

The new Tiviar box can 
provide an output signal with 
one of the following HDMI 
resolutions: 576i, 576p, 
720p, 1080i or 1080p. Hid-
den behind the AV settings 
you will discover a menu 
item that influences the 
standby behaviour of the α+. 
If you select the energy sav-
ing mode here the receiver 
will take a full 34 seconds to 
power up after standby, but 
your patience will be reward-
ed with less than one Watt of 
energy consumption while in 
standby mode.

In DVB-S2 mode the re-
ceiver comes with a pre-
stored satellite and tran-
sponder list featuring the 
specifics of 94 European 
and Asian satellites in total, 
which offers a good starting 
point for exploring the skies. 
Any gaps can easily be filled 
with a blind scan.

It took us only a few mo-
ments to find proof that Tiv-
iar has put in a lot of effort 
and development resources 
25. a search can be restricted to 
FTa channels if no CI modules 
or smartcards are used
26. Flawless reception of sCPC 
signals
27. an automatic or manual 
search can be performed in 
DVB-C mode
28. DVB-C search
29. oRF1 HD from a local cable 
provider
30. +5V current can be provided 
for an external antenna in 
DVB-T2 mode
31. DVB-T2 search
32. The α+ can act as media 
server and provide multimedia 
content to other devices in the 
same network
33. DVB-T2 reception
34. The appearance of the 
channel list can be customised 
35. Two card readers and two CI 
slots are available for pay TV 
36. Tiviar α+ channel list
37. search for a particular 
channel using the on-screen 
keyboard
38. FreeTV+ with the 15 Apps, 
which are available with the 
latest software release; at 
a later stage these will be 
extended to 200 apps
39. YouTube with the Tiviar α+

into designing its α+. So it’s 
only natural that all DiSEqC 
protocols (1.0, 1.1, 1.2, 1.3) 
are fully implemented, LOF 
values can be set manually, 
if need be, and SCR LNBs 
will work smoothly with this 
receiver as well. The tran-
sponder and satellite editor 
deserves special mention 
in our opinion, as it allows 
adding, editing or deleting 
entries with above-average 
ease of use.

But how do you fill your 
channel list in the first 
place? Auto, Manual, Blind, 
Advanced and Fast are the 
search modes that are avail-
able by default. As far as 
blind scan is concerned, it 
can be restricted to either 
the high or low band or to 
one of the two polarisations. 
Regular readers know that 
we never take a manufac-
turer’s word for anything, 
and this is why the α+ has 
to proof its worth in every-
day practical use as well. The 
standard (auto) search in 
HOTBIRD 13° East took six 
minutes and arrived at 1495 
TV channels and 370 radio 
stations. If you invest slight-
ly more time and choose 
blind scan instead, you will 
be rewarded with 1550 TV 
channels and 372 radio sta-
tions after 13 minutes and a 
half minutes.

With such a huge offering 
from a single orbital position 
alone it’s great to know that 
up to 10,000 entries can be 
added to the overall channel 
list. Once it is (partly) filled 
the comprehensive editing 
features of the α+ come in 
very handy. You can delete, 
move, rename, PIN-lock or 
skip-mark individual en-
tries to you heart’s content. 
What’s more, a single touch 
of a button adds channels to 
one of the favourites lists so 
that you don’t end up search-
ing for your favourite channel 
later on. We did appreciate 
the fact that the channel list 
as well as all initial settings 
can be saved onto an exter-
nal storage medium and are 
always available as back-up 
at a later stage, if required. 

Let’s look at terrestrial 
and/or cable TV now. A full 
signal scan across the entire 
frequency band as well as a 
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40, 41. Fashion TV with the 
Tiviar α+
42. Internet TV (unfortunately 
with only three default 
channels at this stage)
43. New Internet TV channels 
can easily be added manually 
44. a total of 58 Internet radio 
stations are pre-stored
45. New Internet radio stations 
can be added manually 
46. Thanks to DLNA the α+ 
is able play back multimedia 
content from other devices in 
the local network 
47. Network settings
48. satellite search
49. Channel list editor
50. Popular channels can 
easily be moved into one of the 
favourites lists
51. Info bar in minimised view
52. Info bar in extended view
53. ePG for up to seven 
channels
54. ePG of a single channel

the α+ is its search function 
within the EPG. This way, 
you’re always sure to find 
your favourite shows and 
you can even opt to create 
a repeat timer for record-
ing daily or weekly events. 
Simply select the event you 
want to record and the PVR 
system will take care of all 
the rest.

The new Tiviar PVR re-
ceiver is capable of handling 
three recordings simultane-
ously and we can only com-
mend the manufacturer for 
not saving on processing 
power. Switching from one 
channel to the next takes 
approximately one second, 
which is a good result and 
will certainly please those 
couch potatoes out there 
no end. The remote control 
comes with several direct 
access buttons in order to 
quickly call up specific set-
tings or functions such as 
language selection, book-
marks, teletext and the like. 
PiP (picture-in-picture) is 
available, too, and while this 
is a feature most receivers 
boast, this particular model 

manual search option for a 
single frequency are avail-
able in DVB-T2 and DVB-C 
mode. If required, a +5V 
current on the centre wire of 
the coax cable can be creat-
ed in DVB-T2 mode in order 
to supply power to an exter-
nal signal amplifier.

The OSD design of the 
α+ is not just elegant, in-
novative and logical, it also 
makes for a remarkable user 
experience. Smart details 
allow an extremely smooth 
flow of information – just 
think of the following fea-
tures: The channel list is not 
superimposed over the cur-
rently watched program, but 
fills the entire screen with 
the current channel shown 
in a small window. Channels 
can be sorted according to 
alphabet, reception mode, 
tuner, CAS system or pro-
vider or can be searched by 
name with the help of an on-
screen keyboard. With hun-
dreds or even thousands of 
channels finding their way 
into the channel list those 
helpful features provide val-
uable help.

We have already dealt with 
the minimised/extended 
menu structure of the main 
menu, and the same con-
cept is used for the info bar 
as well. Every time a new 
channel is selected the only 
information that is shown is 
the title of the current event. 
Pressing the RIGHT button 
on the remote calls up the 
next event as well. The elec-
tronic program guide (EPG) 
is in line with the excellent 
overall concept and design 
of the α+ and lists the pro-
gram schedule for up to 
seven channels at the same 
time or upcoming events of 
a single channel. The Media 
Highway (MHW) EPG system 
used by the Canal+ group is 
implemented as well and one 
of the striking features of 
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55. ePG search
56. a dedicated function on the remote 
control is available for directly changing 
the currently received satellite
57. Timeshift function
58. audio selection
59. List of all previous recordings
60. MP3 playback
61. WMV playback
62. MPeG playback
63. MP4 HD playback
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devices. This means the re-
ceiver acts as a Digital Media 
Player (DMP), but also as a 
Digital Media Server (DMS).

The Internet is gaining 
ever more importance in 
combination with TV recep-
tion, and Tiviar has certainly 
taken into account this devel-
opment when designing the 
α+ PVR receiver. FreeTV+ 
and Internet TV are the two 
platforms that provide multi-
media content via the Inter-
net to owners of this Tiviar 
receiver. FreeTV+ is based 
on the app concept we know 
from smartphone and tablet 
operating systems and al-
lows creating customised ac-
cess option to services such 
as YouTube and Fashion TV. 
Soon 200 apps will be avail-
able here.

The same is currently true 
for the Internet TV platform. 
While the concept looks 
promising and should even-
tually provide a substan-
tial collection of channels 
streaming their program 
via the Internet, the status 
quo leaves some room for 
improvement, as the only 
channels that are available 
by default are: Al Jazeera, 
Dog Channel TV and the Mo-
bile Channel. A simple touch 
of a button will update this 
list from the Tiviar servers, 
even though we were not 
offered new entries during 
our test. This is not to wor-
ry, however, since individual 
services can easily be added 
by simply manually putting in 
the corresponding streaming 
address. It’s the same story 
with radio streams, which 
sported 58 entries from a 
number of different coun-
tries by default. This number 
may of course have changed 
in the meantime, since Tiv-
iar is constantly updating 
its range of services in the 
background and might have 
increased the number of sta-
tions and channels available 
since the time of this test. 
Updates can easily be down-
loaded from the Internet to 

with its three tuners really 
offers some added value. 
The PiP feature can be set 
at two different modes (one 
channel in the background 
and a second one in a small 
window, two different chan-
nels side by side in small 
windows).

The satellite tuner turned 
out to be of very good qual-
ity and flawlessly processed 
SCPC transponders from 
TURKSAT 42° East, which 
have a very low bandwidth, 
as well as weak signals from 
ASTRA 2D 28.2° East at our 
test location. The same holds 
true for the DVB-T2 tuner 
selected by Tiviar, which did 
not falter when fed with a 
weak signal from our small 
indoor antenna. Obviously, 
we also checked out the re-
ceiver’s credentials with sig-
nals from a local cable pro-
vider and – needless to say 
– the α+ easily detected all 
available DVB-C channels.

Let’s dig a little deeper 
into the various multimedia 
and network features of the 
α+ now. For starters, ba-
sic functions like audio and 
video playback as well as im-
age viewing are implement-
ed neatly, with the following 
file formats being accepted: 
MP3, WMV, MPG, MP4 (TV), 
DivX and AVI as well as JPG 
and BMP. On the audio front 
WAV, OGG and MP3 are im-
plemented. Multimedia files 
cannot only be played back 
from a locally attached stor-
age medium, but can also be 
requested from any network 
source. 

Thanks to full DLNA (Digi-
tal Living Network Alliance) 
support the α+ will automat-
ically identify all available AV 
sources in the local network 
and will happily play them 
back. For our test we used 
both a Windows7 PC and a 
digital television receiver as 
available sources, and the 
Tiviar was able to play back 
all music and video files from 
those two devices. Then 
again, we wouldn’t have ex-
pected anything less. 

We should note at this 
stage that the α+ cannot 
only access files from other 
devices in the network, but 
can also provide its own files 
to compatible third-party 

64. DivX playback
65. Image viewer
66. Minimised menu bar of the 
Tiviar α+
67. extended menu bar of the 
Tiviar α+
68. Calendar



DaTa
TeCHNICaL

Manufacturer Fortis, #4F Fortis Bldg., 106-3 Imae-dong, Bundang-gu
 Seongnam-si, Gyeonggi-do, South Korea
Contact sales@tiviar.com
Tel. +82-31-709-1407
Fax +82-31-709-0266
Internet www.tiviar.com
Model	 α+
Function  /  /  Triple PVR Receiver
DiseqC 1.0, 1.1, 1.2, 1.3
HDMI yes
Digital audio out yes (optical)
Stereo Audio, CVBS yes (3x RCA)
YUV yes (3x RCA)
UsB 2.0 yes (4x)
e-saTa yes
Internal saTa yes
CI slot yes (2x)
CI+ yes
Card Reader yes (2x)
ethernet yes
WiFi yes (via external USB Dongle)
Rs232 yes
0/12V no
ePG yes
HDTV yes
PVR yes
WebTV yes
osD languages English, French, German, Dutch, Greek, Spanish, Farsi, Italian
Dimensions 34 x 24.5 x 6 cm
Weight 2.26 kg
Power supply 100 - 250 VAC, 50/60 Hz

DIaGRaM
eNeRGY

active Power

apparent Power

Mode apparent active Factor
active   31.5 W   19 W   0.60
StandBy   29.5 W   17 W   0.57
Deep StandBy     5.5 W  0.5 W   0.09

oPINIoN
eXPeRT

+

–

RECOMMENDED
PRODUCT BY   

Thomas Haring
Test Center

Austria

Tiviar α+ 
Triple Tuner PVR
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the α+, or users can decide 
to use their PC for downloads 
and a USB memory stick for 
updating the receiver.

An OTA function for this is 
called “FTA Downloading”: 
Pushing the “Download” 
button in main menu gives 
several choices as “latest 
Version of SW”, “FreeTV+ 
contents”, “Channel data” 
and so on.

Another new feature, 
which was not yet available 
at the time of our test, is “Air 
TiVi+”. This is a very unique 
and powerful function that 
allows streaming to an iPad 
or iPhone. This app is avail-
able from the Apple App 
store; an Android version is 
also available.

We’ve been waiting for 
truly smart integration of all 
digital reception modes in a 

single device for a long time, 
and the α+ from Tiviar clear-
ly proves that it’s a recipe for 
success. A lot of brainpower 
has gone into designing all 
features and functions and 
into creating a smart-look-
ing and easy-to-use graphic 
interface. All we can say is: 
mission accomplished!

Full operation during 
the first 15 minutes, 

followed by 15 minutes 
of standard standby and 
15 minutes of standby in 

energy-saving mode.

intuitive smartphone-like user experience

ePG search

very fast blind scan

many options for adding a harddisk

extremely low power consumption in standby mode

None

69. Weather forecast
70. software update via the 
Internet
71. PIP mode


